














TOWN OF ARLINGTON 


BID FH21-30 
2020 WATER DISTRIBUTION 
SYSTEM IMPROVEMENTS - 


VARIOUS LOCATIONS 
JUNE 28, 2021 


PLAN LIST: 
COVER - SHEET 1 
BROADWAY - SHEETS 2 
SUNNYSIDE AVENUE - SHEETS 2-4 
MEMORIAL WAY - SHEET 4 
GARDNER STREET ~ SHEETS 5-6 
DECATUR STREET ~- SHEETS 7-8 (BID ALTERNATE) 
GENERAL NOTES AND TYPICAL CONSTRUCTION DETAILS: SHEET 9 





. Broadway has a concrete base below 


the asphalt. Contractor shall assume 
they may encounter approximately 
one (1) foot deep concrete in alll 
trench work on Broadway. 


| REMOVE AND DISPOSE OF EXISTING 4”°9 
Cl PIPE AND APPURTENANCES. 
INSTALL 8”¢ CLDI PIPE AND 





APPURTENANCES IN SAME TRENCH. . Broadway has . re sets 6: Hurd 
INSTALL NEW HYDRANT ASSEMBLY AND trolley tracks in the middle of the 
SYSTEM CONTROL VALVES: roadway. Contractor shall assume 
6% CLDI HYDRANT BRANCH cutting trolley tracks shall be required 
(1) HYDRANT to complete the work on Broadway. 


(1) 6” GATE VALVE 
(2) 8” GATE VALVE 
(1) 8"X8”"X6” TEE 


. Existing water main pipe on Sunnyside 
Avenue is predominantly asbestos 





cement (AC). Contractor — shall 

expect to handle, remove, and 

MN TC Ft dispose of AC pipe exposed in 

” eS ee se pee et -_——— trenches and as otherwise called out 








in the plan. Contractor shall have all 
necessary licensure for handling AC 
asbestos containing materials. 
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> D D D Se . Segments of existing water main, 
* 5 K sewer main, and drain in Sunnyside 
; ° . d : ; oT : : : ° ; Avenue are located within the same 
0 trench. 
ri (1) 8 X6 REDUCER . Bury depth of water main is expected 
“i : : : é 6) : d s ; s s ©) | (1) 6° DRESSER COUPLING to be approximately six (6) feet. 
5 s s s {_ s/\ 
i . No fueling of equipment shall be 
2 allowed within the 200—FT Riverfront 
| : i: Resource Area Boundaries. 
(6) s 
. Sidewalks on Broadway and Sunnyside 
2 \ ©) z G = s ss s S ©) S) Avenue on this plan are 
‘ —————— predominantly constructed of 
ee concrete. 
ye, DRESoaS COUR ENE . Work hours on Broadway will be 
(1) 8” INSERTION VALVE limited from 9 AM to 3 PM _ unless 
otherwise approved by the Engineering 
REMOVE AND DISPOSE OF EXISTING 8”¢ Division and/or the Arlington Police 
Cl PIPE AND APPURTENANCES. 7 D t ‘2 
Ne TAL B’dcClb) PIPE AND REMOVE AND DISPOSE OF EXISTING 6”¢ yee 
APPURTENANCES IN SAME TRENCH. Cl PIPE AND APPURTENANCES. 
INSTALL 8 ¢ CLDI PIPE AND 
APPURTENANCES IN SAME TRENCH. 
(i) 8" TEE 
(2) 8” GATE VALVE 
SCALE: 1"=20' 
————_— 
\ 


(2) 8"X4” TEE | 
(2) 4” GATE VALVE 











——E 
Se ac ale come ey 


6 __ gs 
s s s s s s Ss $4 eA s S 3 wae © E ob alee : ~h = Town of 


= : || [ARLINGTON 


\ tC Engineering Division 
| | ae —— 51 Grove Street 


ae Arlington, MA 02476 
REMOVE AND RESET EXISTING 
HYDRANT WITH NEW HYDRANT 
ASSEMBLY: 
6”¢ CLDI HYDRANT BRANCH 
(1) 6” GATE VALVE 
(1) 8°X8"X6” TEE 




















2020 WATER DISTRIBUTION 
SYSTEM IMPROVEMENTS 





INSTALL 8”¢ CLDI PIPE IN NEW TRENCH 


REMOVE AND DISPOSE OF EXISTING 4”¢ BROADWAY & SUNNYSIDE 





| | Ni \ Cl PIPE AND APPURTENANCES. 


| INSTALL 8”@ CLDI PIPE AND AVENUE 
| " APPURTENANCES IN SAME TRENCH. 
4 (1) 8” 11.25° BEND 
Vv | : —— s— | Project: Sheet: 

| v ° Lae | : BID #21-20 
| ee . a Drawn By: 
| yee 
s 
| G4: © : : 


WCC 
ee Scale: 
" = 20' 


2 of 9 
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PLAN 2B - SUNNYSIDE AVENUE JUNE 2021 


SCALE: 1"=20' 









i J ‘ Se # va KL vA 1. Existing water main pipe on Sunnyside 


Avenue is predominantly asbestos 


if a f ee cement (AC). Contractor — shall 
BL CA) (BO SONTE AIAG on on / ~ expect to handle, remove, and 














(1) 8” DRESSER COUPLING | : / (1) 8” GATE VALVE GISPOse) Osho, eipes, Yexpeceds. an 
ornancn hc ye (2) 45° BEND trenches and as otherwise called out 
| j : in the plan. Contractor shall have all 
HYDRANT ASSEMBLY: y, (1) 8” DRESSER COUPLING necessary licensure for handling AC 

/ 6”% CLDI HYDRANT BRANCH Ve 2 / asbestos containing materials. 

fo (1) HYDRANT REMOVE AND DISPOSE OF EXISTING 86 AC y) / as 

, (1) 6” GATE VALVE PIPE AND APPURTENANCES WITHIN TRENCH y, - Segments of ana ee sed 
1) 8”X8"X6” AEE LIMITS ON MARRIGAN STREET. INSTALL 8”¢ y ® . SSE, Ig at Pay oh UND YSIgS 
a CLDI PIPE AND APPURTENANCES WITH REMOVE AND DISPOSE OF EXISTING 8”9 Avenue are located within the same 
REMOVE AND DISPOSE OF EXISTING 8" AC OFFSET AS INDICATE ON THE PLAN. | Aaa Sa See ae trench. 
PIPE AND APPURTENANCES WITHIN TRENCH ‘s > a i a 
LIMITS ON MICHAEL STREET. INSTALL 8”¢ 4 APPURTENANCES IN SAME TRENCH. . Bury depth of water main is expected 
CLDI PIPE AND APPURTENANCES WITH a Y 7 to be approximately six (6) feet. 






OFFSET AS INDICATE ON THE PLAN. 







. Sidewalks on the section of Sunnyside 

Avenue shown on _ this’ plan’ were 
recently replaced or installed. 
Contractor shall connect new copper 
services within the street limits to 
existing pipe with a union. New curb 
stops. will mot be required and 
sidewalks should not be disturbed. If 
sidewalks must be disturbed, 
Contractor shall _ first contact the 
Engineering Division. 




















y . No fueling of equipment. shall be 
| allowed within the 200—FT Riverfront 














Resource Area Boundaries. 


‘| 
G8? ee 





(1) 8° 22.5" BEND | (2) 8° GATE VALVE (2) 8” 45° BEND a a ne .No fueling of equipment shall be 
| ul a se allowed within the 200—FT Riverfront 

el | 0S ne ee | ee = Resource Area Boundaries. 
| Y . Sidewalks on Sunnyside Avenue on 













this plan are predominantly 
constructed of asphalt with granite 


| curbing. 










(i) 8% Tee 
(2) 8” GATE VALVE 
INSTALL 8”¢ CLDI PIPE AND 
APPURTENANCES IN NEW TRENCH AS 
SHOWN BETWEEN MICHAEL STREET AND 
MARRIGAN STREET 


(1) 8” 11.25" BEND | | 


PLAN 3A - SUNNYSIDE AVENUE 


SCALE: 1"=20' 























REMOVE AND DISPOSE OF EXISTING 
HYDRANT ASSEMBLY. INSTALL NEW 
HYDRANT ASSEMBLY: 

6”% CLDI HYDRANT BRANCH 

(1) HYDRANT 

(1) 6” GATE VALVE 

(1) 8”X8”X6” TEE 














(3) 8" GATE VALVE | # No. Revision/Issue Date 


ARLINGTON 


Engineering Division 


INSTALL 8”¢ CLD! PIPE AND IWIN TC FI AE ; ieee Ree 






APPURTENANCES IN NEW TRENCH AS 
SHOWN OUTSIDE OF FREEMONT STREET 
(1) 8” 45° BEND INTERSECTION LIMITS 








2020 WATER DISTRIBUTION 
SYSTEM IMPROVEMENTS 

















SUNNYSIDE AVENUE 


, 
el 
PLAN 3B - SUNNYSIDE AVENUE | 


SCALE: 1"=20' 



























REMOVE AND DISPOSE OF EXISTING 8”@ AC 
PIPE AND APPURTENANCES WITHIN TRENCH 
LIMITS AT FREMONT STREET INTERSECTION. 
INSTALL 8°¢ CLDI PIPE AND APPURTENANCES 
WITH OFFSET AS INDICATE ON THE PLAN. 

/ / 








JUNE 2021 


REMOVE AND DISPOSE OF EXISTING 

























INSTALL 86 CLDI PIPE AND —— — _ 
ara ere i ere) APPURTENANCES IN NEW TRENCH AS MATCH LINE _- SHB, T4A 
66 CLDI HYDRANT BRANCH SHOWN (EXCEPT IN AHA EASEMENT) BA ee ee bao |. Existing water main pipe on Sunnyside 
HYDRANT ASSEMBLY. INSTALL NEW a Avenue _ is redominantl asbestos 
(1) HYDRANT HYDRANT ASSEMBLY: REMOVE AND DISPOSE OF EXISTING 8”¢ : : 
(1) 6° GATE VALVE 6”8 CLDI HYDRANT BRANCH AC PIPE AND APPURTENANCES IN AHA —— Nags ie ae 
(1) 8"X8"X6” TEE (1) HYDRANT EASEMENT. INSTALL 8” CLDI PIPE diceece Bs kes abe eepeeed oe 
(1) 6” GATE VALVE AND APPURTENANCES IN SAME TRENCH. 7 trenches and as otherwise called out 


(1) 8”X8"X6” TEE 
necessary licensure for handling AC 
asbestos containing materials. 





fs / in the plan. Contractor shall have all 
/ 


| (1) 8” WYE 
(3) 8” GATE VALVE sewer main, and drain in Sunnyside 


Avenue are located within the same 





/ / . Segments of existing water main, 


trench. 


(1) 8” TEE 


(3) 8” GATE VALVES / / . Bury depth of water main is expected 


(1) 8” 22.5° BEND | | 
jf 1 2. ” = ee Sede) ee 7 to be approximately six (6) feet. 
oN at | . Sidewalks on the section of Sunnyside 
TEN Avenue shown on this plan’ were 
o ESE i recently replaced or installed. 
a & Contractor shall connect new copper 
| | services within the street limits to 
existing pipe with a union. New curb 
stops. will mot be required and 
d q sidewalks should not be disturbed. If 
- | sidewalks must be disturbed, 
eee ae | 7 a | P Contractor shall first contact the 
















































































Engineering Division. The Contractor 
aan shall install new services up to and 
a 0 " a: Pc including the curb stop on Memorial 

ES i Way. Sidewalk panels distrubed on 
Memorial Way shall be replaced in 
kind. 














. No fueling of equipment. shall be 
allowed within the 200—FT Riverfront 
Resource Area Boundaries. 





. No fueling of equipment. shall be 
allowed within the 200—FT Riverfront 
Resource Area Boundaries. 





INSTALL NEW HYDRANT . Sidewalks on the western section of 


ane Ae TE GIN Sunnyside Avenue shown on this plan 
6% CLDI HYDRANT BRANCH are predominantly constructed of 
x) HYDRANT concrete with granite curbing. 
| (1) 6” GATE VALVE Sidewalks on the eastern section of 
(1) 8°X8”X6” TEE Sunnyside Avenue shown on this plan 
; ; Ci 8 “CAP are predominantly asphaly — with 
| / granite = curbing. Sidewalks — on 
Memorial Way are concrete’ with 
granite curbing. 


PLAN 4A - SUNNYSIDE AVENUE 


SCALE: 1"=20' 


INSTALL 8”@ CLDI PIPE AND 
APPURTENANCES IN NEW TRENCH. 





























ARLINGTON 














7 - *y — Se ———_ Fingineering Dwision 
. v 51 Grove Street 
| \ ~ Arlington, MA 02476 


| Sy : 2020 WATER DISTRIBUTION 
‘ SYSTEM IMPROVEMENTS 


SUNNYSIDE AVENUE & 
MEMORIAL WAY 


Project: 
BID #21-20 


Drawn By: 





PLAN 4B - MEMORIAL WAY 


SCALE: 1"=20' 





REMOVE AND DISPOSE OF EXISTING HYDRANT 
ASSEMBLY. INSTALL NEW 
HYDRANT ASSEMBLY IN NEW LOCATION: 
6” CLDI HYDRANT BRANCH 

(1) HYDRANT | 


(1) 8” GATE VALVE : 
(1) 6” GATE VALVE 


(1) 8” DRESSER COUPLING 











INSTALL 8°¢ 


(1) 8”X8”X6” TEE : 
REMOVE AND DISPOSE OF EXISTING 8”¢ AC 
PIPE AND APPURTENANCES. 
| . CLDI PIPE AND APPURTENANCES. 
\ 
x ; 



























































(1) 8” GATE VALVE 
(1) 8” DRESSER COUPLING 


(2) 8” 11.25° BEND 


























Ee—— D D 3) D 13) D 3) | D D D D 
—s Ss 
/ (S) s s s s ———_(9) aa s s | s = e : 
: : ——$$——. 
SS SS OVE — 
: ie _ NA CH DIWN EF 
MLA Se aes [ HE BT SA 
oO EE Eo ie fe) SS eq as ae 
| : : 48 
i : (1) 8” TEE 
0 L\ ~(3) 8” GATE VALVE 
/ S$) 
/ / pe ee a \ 
ae ae noe 
! a | INSTALL 8"6 CLDI PIPE AND 
| APPURTENANCES IN NEW TRENCH AS 
| / | SHOWN 
dee / 
4 ~———- 5 
[ rs 
IFO 
SCALE: 1"=20' 
¢ ff REMOVE AND RESET EXISTING re 
nly HYDRANT WITH NEW HYDRANT 4) ee oat 
ASSEMBLY: . 
6”% CLDI HYDRANT BRANCH (1) 8” TEE (1) 6" DRESSER COUPLING 
0 (1) 6” GATE VALVE (3) 8” GATE VALVE 0 
. i. (1) 8"X8"X6" TEE REMOVE AND DISPOSE OF EXISTING 8"@ AC 
| PIPE AND APPURTENANCES. INSTALL 8"¢ 
: CLDI PIPE AND APPURTENANCES. 





















































REMOVE AND DISPOSE OF EXISTING 8”6 AC 2 
o Ht PIPE AND APPURTENANCES. INSTALL 8”¢ Zs Ye 
CLDI| PIPE AND APPURTENANCES. a (1) "x4" TEE 
- > 
a | (1) 4” GATE VALVE 


(1) 4” DRESSER COUPLING 





PLAN 5B - GARDNER STREET 


SCALE: 1"=20' 














1. Existing water main pipe on Gardner 
Street is predominantly asbestos 
cement (AC). Contractor — shall 
expect to handle, remove, and 
dispose of AC. pipe exposed in 
trenches and as otherwise called out 
in the plan. Contractor shall have all 
necessary licensure for handling AC 
asbestos containing materials. 






























. Segments of existing water main, 
sewer main, and drain in Gardner 
Street are located within the same 
trench. 


. Bury depth of water main is expected 
to be approximately six (6) feet. 


. Sidewalks on this section of Gardner 
Street, where present, are 
predominantly constructed of concrete 
with granite curbing. Sidewalks shall 
be replaced in kind. 


. Gardner Street is a private way from 

the AHA Easement/driveway to 
Decatur Street. The Contractor is 
not allowed to store equipment or 
materials during mon—work hours 
without written approval of the 
abutters. 





Town of 


ARLINGTON 


Engineering Division 
51 Grove Street 
Arlington, MA 02476 





2020 WATER DISTRIBUTION 
SYSTEM IMPROVEMENTS 


GARDNER STREET 


Project: : 
BID #21-20 wie 


Drawn By: 
WCC 
" = 20' 


Scale: 


5 of 9 


1 


JUNE 2021 




















(1) 8”X6” TEE 

















REMOVE AND DISPOSE OF 
EXISTING 8°9 AC PIPE AND 
APPURTENANCES. INSTALL 

8” CLDI PIPE AND 
APPURTENANCES. 











(1) 6” GATE VALVE 
(1) 6” DRESSER COUPLING 











REMOVE AND RESET EXISTING 
HYDRANT WITH NEW HYDRANT 
ASSEMBLY: Tr | 
6”6 CLDI HYDRANT BRANCH ache age a Ec ge - =} 
(1) 6” GATE VALVE me = oe 
(1) 8°X8"X6” TEE aS T FE aes NN EB 
7 ne , S 
Sk 
ae 











I MATCH LINE 
~ MATCH LIN/]# 


x INSTALL 8°¢ CLDI PIPE AND 


APPURTENANCES IN NEW TRENCH AS | 
SHOWN FROM APPROXIMATELY THIS | 
LOCATION NORTH TO INTERSECTION | 
WITH DECATUR STREET | 
(1) 12”x8” TEE || 

(2) 12” GATE VALVE || 

(1) 8” GATE VALVE 

(2) 12”X8” REDUCERS 

(2) 8” DRESSER COUPLINGS 

NOTE: REDUCERS AND COUPLINGS 

ARE NOT REQUIRED IF BID 

ALTERNATE IS AWARDED. 


(1) 8"X4” TEE 
(1) 4” GATE VALVE 
(1) 4” DRESSER COUPLING 








PLAN 6A - GARDNER STREET 


SCALE: 1"=20' 














. Existing water main pipe on Gardner 
Street is predominantly asbestos 
cement (AC). Contractor — shall 
expect to handle, remove, and 
dispose of AC’ pipe exposed in 
trenches and as otherwise called out 
in the plan. Contractor shall have all 
necessary licensure for handling AC 
asbestos containing materials. 


. Existing water main pipe on Decatur 
Street at the intersection with 
Gardner Street is cast iron (Cl). 


. Segments of existing water main, and 
sewer main in Gardner Street are 
located within the same trench. 


. Bury depth of water main is expected 
to be approximately six (6) feet. 


. Sidewalks on the section of Gardner 
Street shown in this plan, where 
present, are predominantly 
constructed of asphalt’ with no 
curbing. Sidewalks shall be replaced 
in kind. 


. Gardner Street is a private way from 

the AHA Easement /driveway to 
Decatur Street. The Contractor is 
not allowed to store equipment or 
materials during non—work hours 
without written approval of the 
abutters. 


. The sewer main in Decatur Street is 
owned by the MWRA. The Town will 
procure an 8M Permit for this work. 
The Contractor will be responsible for 
adhering to all requirements of the 
MWRA 8M Permit. 


Town of 


ARLINGTON 


Engineering Division 
51 Grove Street 
Arlington, MA 02476 


2020 WATER DISTRIBUTION 
SYSTEM IMPROVEMENTS 


GARDNER STREET 


Project: : 
BID #21-20 wie 


Drawn By: 
WCC 
" = 20' 


Scale: 


6 of 9 


1 


JUNE 2021 





_———— 1. Existing water main pipe between 104 
~~ a and 108 Decatur Street is asbestos 
aay —<————— cement (AC). Contractor — shall 
(1). 42% TEE a ena ———__ —— eee expect to handle, remove, and 
(1) 12” “GATE. VALVE a dispose of AC pipe exposed in 
(1) 8” GATE VALVE trenches and as otherwise called out 
GoM in the plan. Contractor shall have all 
(2) 12°X8" REDUCER / REMOVE AND RESET EXISTING necessary licensure for handling AC 
hy HYDRANT WITH NEW HYDRANT asbestos containing materials. 
} ASSEMBLY: 


(~25 LF) 86 CLDI PIPE 
(1) 8” 90° BEND 

(1) 8” GATE VALVE 

(1) 8”X6” REDUCER 

(1) 6” DRESSER COUPLING 


6” CLDI HYDRANT BRANCH . Bury depth of water main is expected 
(1) 6” GATE VALVE to be approximately six (6) feet. 
r (1) 8"X8”X6” TEE 


. No fueling of equipment shall be 
allowed within the 200—FT Riverfront 


oo Resource Area Boundaries. 
Qa 
s s s s 


. Sidewalks on the sections of Decatur 
[ — Street shown on this” plan are 


Ss Ss 
= s s s s s s : ;: : . ? 
Steel (S) predominantly constructed of 
Fy} 
di rie —S— oe = 2 r = - concrete. 
: 1 


i aA cS Seen . The sewer main in Decatur Street is 
= = - owned by the MWRA.~ The Town will 
~ procure an 8M Permit for this work. 


———_—_—— a , ae | The Contractor will be responsible for 
a |? / adhering to all requirements of the 


























REMOVE AND DISPOSE OF EXISTING 6”9 MWRA 8M Permit. 
“ Cl PIPE AND APPURTENANCES. 





INSTALL 126 CLD! PIPE AND . Portions of the work on Decatur 


s Street will take place in the Mystic 
6) | | APPURTENANCES IN SAME TRENCH. Valley Parkway right of way, which is 


under the authority of the 

/ a Massachusetts Department of 
z | Conservation and Recreation (DCR). 
The Town will procure a DCR 

Construction Access Permit as 

applicable. It is expected that work 

Zo hours on Mystic Valley Parkway will be 
\/ limited from 9 AM to 3 PM _ unless 


” otherwise approved by the DCR. 
a (~10 LF) 8% CLDI PIPE Contractor will be responsible for 
F- (1) 8° DRESSER COUPLING coordinating Massachusetts State 
en } Police Details as applicable. The 

Town will pay the costs for any 
: | b 7 ae | details directly. 


; s 
/ 4 see . Work hours on River Street will be 
sus limited from 9 AM to 3 PM unless 
a otherwise approved by the Engineering 
Division and/or the Arlington Police 


/ Department. 
© / 


. The water main to be replaced on 
Decat Street i d i f 
PLAN 7A - DECATUR STREET curb bumpouts/landscaped areas in 
SCALE: 1"=20' front of 85 River Street and 140 


Decatur Street. Contractor must 
j provide tree protection and maintain 








landscaped area to the extent 
REMOVE AND DISPOSE OF EXISTING possible. 


® HYDRANT ASSEMBLY. INSTALL NEW . L during construction in replanted at 
7 HYDRANT ASSEMBLY: : completion. 


Plantings shall be removed 


6” CLDI HYDRANT BRANCH (FIRST 
2 25-LF INCLUDED WITH HYDRANT, 
REMINDER TO BE PAID BY LF PER 
if THE APPROPRIATE BID ITEM) 
(1) HYDRANT 
(1) 6” GATE VALVE 


/ (1) 8°X8”X6” TEE 



















































































| L ea 
, , SSC , , , aa: T , , Town of 
= Pa ee te ae | ee), eee < | ee ee | a A Engineering Division 
a - pee eae ere. - y — / i | Sf : 51 oe Street 
; Sar ores ua | Aslington, MA 02476 


INSTALL 12” CLDI PIPE AND 
APPURTENANCES IN SAME TRENCH. a 
a 


S$ 


(2) 12” GATE VALVE 
(1) 12”X8” TEE 
(1) 8” 22.5" BEND 


(1) 8" GATE VALVE (1) 12” GATE VALVE a s 2020 WATER DISTRIBUTION 
(1) 8” DRESSER COUPLING wee \ | SYSTEM IMPROVEMENTS 
Pa \ DECATUR STREET 


REMOVE AND DISPOSE OF EXISTING 
HYDRANT ASSEMBLY. INSTALL NEW 
HYDRANT ASSEMBLY: 

6” CLDI HYDRANT BRANCH 

(1) HYDRANT 

(1) 6” GATE VALVE 

(1) 8”X8”X6” TEE 


: I : 
¢ ¢ : (BID ALTERNATE) 


Project: : 
BID #21-20 — 


Drawn By: 


/ Fe; | T of 9 





/ 
PLAN 7B - DECATUR STREET 


SCALE: 1"=20' 








< ft 1. A portions of the existing water main 
pipe on Decatur Street east. of 
Gardner Street is asbestos cement 


2) 12” GATE VALVE " 
(1) 12”X8" TEE 0) 0 (AC). Contractor shall expect to 
handle, remove, and dispose of AC 

! pipe exposed in trenches and as 


(1) 8” GATE VALVE 
(~10 LF) 8° CLDI PIPE I 
” otherwise called out in the lan 
(1) 8” DRESSER COUPLING i plan. 
] _ Contractor shall have all necessary 
licensure for handling AC asbestos 


er i il td i containing materials. 





(2) 12” GATE VALVE 


tf (1) 12"X8” TEE 
(1) 8” 22.5° BEND 


. Bury depth of water main is expected 
to be approximately six (6) feet. 


it 
iii 
i l . No fueling of equipment shall be 
a? it allowed within the 200—FT Riverfront 
(©) Resource Area Boundaries. 
a — eee 


=~ [ =] . Saye- > = v as) r a + + ml) V} . Sidewalks on the sections of Decatur 






Ly (1) 8” GATE VALVE 
| » (1) 8” DRESSER COUPLING 


q 
i i (~25 LF) 8°@ CLDI PIPE 
Y) 


s 


Street shown on this” plan- are 
predominantly constructed of asphalt. 






















































































































¢ U limited from 9 AM to 3 PM _ unless 
otherwise approved by the DCR. 


u| ML 
6 7 o 7. 
Bip / /// 9 / | Contractor will be responsible for 
/ eas - I ~ coordinating Massachusetts State 
l C is fe I ba | i | Police Details as applicable. The 
¢ ¢ i, y. I | Ki Town will pay the costs for any 
cS ¢ ¢ details directly. 
| / iY | < ¢ | 


/ f/ / ‘ \ / | | 


PLAN 8A - DECATUR STREET 


SCALE: 1"=20' 


Ry 
/ | : . i 

| Ss s Ss s Ss Ss Ss Ss Ss Ss Ss Ss Ss Ss Ss ! | Ss (®) | Ss - Ss Ss Ss . | | 
7 F 3 P " P —_ (S) S s ® s AL. : i I ‘ . The sewer main in Decatur Street is 
| fF . owned by the MWRA. ~ The Town will 
2) Z : i ge ope — spa — ET ———S procure an 8M Permit for this work. 
- [aa rots ——w =! or av ZF TT T] I LT] | an The Contractor will be responsible for 
| : vj p D A t | adhering to all requirements of the 

Z ; » | Z '7 MWRA 8M Permit. 

EE —_— B a aaa o ~ & -—————_ -"¥ “T_T —————_ — #2 — 7s: —— 7- — a - — _ 

b je —-—> ; - 4 toe WA Vl Z Z I . Portions of the work on Decatur 
hs 9 / 7 / ‘i | — | Street will take place in the Mystic 
| im | / INSTALL_NEW REMOVE AND DISPOSE OF EXISTING 6 » REMOVE AND RESET EXISTING al | Valley Parkway right of way, which is 
f / HYDRANT ASSEMBLY: . ‘ N % Cl PIPE AND APPURTENANCES. HYDRANT WITH NEW HYDRANT . a | under the authority of the 
‘ 6 @ CLDI HYDRANT BRANCH INSTALL 12.9 CLDI PIPE AND ASSEMBLY: a | Massachusetts Department of 
I 9 (1) HYDRANT 7 i APPURTENANCES IN SAME TRENCH. 6” CLDI HYDRANT BRANCH | Conservation and Recreation (DCR). 
I (1) 6" GATE VALVE / (1) 6” GATE VALVE y : I The Town will procure a DCR 
of (1) 8”X8"X6” TEE (1) 8°X8”X6” TEE 2 TT Construction Access Permit as 
sth applicable. It is expected that work 
hours on Mystic Valley Parkway will be 


a 
ae 











REMOVE AND DISPOSE OF EXISTING 6”¢ 
Cl PIPE AND APPURTENANCES. 
INSTALL 12°6 CLDI PIPE AND 
APPURTENANCES IN SAME TRENCH. 













REMOVE AND DISPOSE OF EXISTING 8”¢ 
AC PIPE AND APPURTENANCES. 
INSTALL 12° CLDI PIPE AND 
APPURTENANCES IN SAME TRENCH. 


REMOVE AND RESET EXISTING 
HYDRANT WITH NEW HYDRANT 
ASSEMBLY: 

6” CLDI HYDRANT BRANCH 
(1) 6” GATE VALVE 
(1))-8"X8"X6” TEE 



























































Town of 


a DS — th ism eae 
J Ti 7 7 RA |B ate ARLINGTON 
Z / 2 i oo 
| rq a | T! it 
Oly ej ele 2940 WATE DISTRIBUTION 
ain | | lee 
dle é | DECATUR STREET 
> > | PP _swrerzo | 












































| | WCC 
Scale: {"=20' 6 of 9 


JUNE 2021 


| 


PLAN 8B - DECATUR STREET 


SCALE: 1"=20' 































GENERAL NOTES: 

1. PLANS WERE DEVELOPED USING AVAILABLE AERIAL IMAGERY, EXISTING PLANS, AND ON-SITE OBSERVATIONS. A SURVEY OF THE PROJECT AREA WAS NOT CONDUCTED. THE LOCATIONS OF THE FEATURES SHOWN ARE APPROXIMATE. IT SHALL BE 
THE RESPONSIBILITY OF THE CONTRACTOR TO DETERMINE THE LOCATIONS OF ANY EXISTING UTILITIES AND/OR FEATURES NOT SHOWN ON THE PLANS. THE CONTRACTOR SHALL NOTIFY THE TOWN OF ARLINGTON ENGINEERING DIVISION AND/OR 
THE WATER AND SEWER DIVISION OF ALL DISCREPANCIES IDENTIFIED IN THE FIELD. 

2. ALL ON-SITE DRAINAGE CATCH BASINS SHALL BE EQUIPPED WITH AN INLET PROTECTION DEVICE DURING ALL CONSTRUCTION ACTIVITIES. ANY SEDIMENT THAT ENTERS THE TOWN’S STORMWATER SYSTEM AS A RESULT OF THIS WORK SHALL BE 
REMOVED BY THE CONTRACTOR AT THEIR EXPENSE. 


3. STREETS SHALL BE SWEPT AND CLEANED OF SEDIMENT AND DEBRIS AT THE END OF EACH WORK DAY. 
4. ANY AREA DISTURBED BY THE CONTRACTOR OUTSIDE THE LIMITS OF WORK SHALL BE RESTORED TO ORIGINAL CONDITION AT NOT COST TO THE OWNER. Por ied neem 
5. THE CONTRACTOR MUST NOTIFY ALL UTILITIES PRIOR TO PERFORMING ANY EXCAVATION WORK. THE TOWN OF ARLINGTON IS NOT A MEMBER OF ”DIG—SAFE” AND MUST BE NOTIFIED DIRECTLY AT LEAST 72—HOURS PRIOR TO ANY EXCAVATION FACES ROAD TRAFFIC MODEL (OPEN-RIGHT) 


AT 781-316-3310 OR 781—316—3301. WATER GATE FRAME AND COVER | iar deaway 
6. THE LOCATION, NUMBER, AND TYPE OF PROPOSED FITTINGS SHOWN ON THESE PLANS ARE INTENDED FOR ILLUSTRATIVE PURPOSED ONLY. FIELD CONDITIONS WILL DICTATE THE LOCATION, NUMBER, AND TYPE OF FITTINGS REQUIRED. ALL RABEEED THY D (SEE W244) Le FLANGE 
INSTALLATION SHALL BE TO THE FULL SATISFACTION OF THE TOWN OF ARLINGTON. eis == ‘ SIDEWALK 
7. THE CONTRACTOR SHALL ANTICIPATE THAT TRENCH ROCK/LEDGE WILL BE PRESENT BELOW AND TO THE SIDES OF THE EXISTING WATER MAIN TRENCHES. ADDITIONAL TRENCH ROCK/LEDGE SHALL BE REMOVED TO THE EXTENTS APPROVED BY STREET GRADE 


THE ENGINEERING DIVISION TO PROVIDE PROPER BURY DEPTH OF THE PROPOSED CLDI WATER MAIN. CARE SHALL BE TAKEN NOT TO DISRUPT NEARBY UTILITIES DURING THE REMOVAL OF TRENCH ROCK/LEDGE. 
8. THE CONTRACTOR SHALL ASSUME THAT THE EXISTING WATER, SEWER, AND NATURAL GAS HOUSE SERVICES ARE LOCATED WITHIN THE SAME TRENCH. THE CONTRACTOR SHALL ASSUME THAT ALL SEWER SERVICE LATERALS ARE 4—6” CLAY PIPE 
UNLESS OTHERWISE NOTED ON THE PLANS. SET CAST IRON FRAME 


9. THE LOCATION OF THE PROPOSED WATER SERVICE LATERALS ARE NOT SHOWN ON THESE PLANS. THE LOCATION OF THE NEW ;” COPPER SERVICE LATERALS SHALL BE FIELD DETERMINED AND LAID OUT TO THE SATISFACTION AND APPROVAL peaeiiaee FILTER FABRIC 
OF THE TOWN OF ARLINGTON. AROUND STONE 
10. TRENCHES SHALL BE BACKFILLED WITH SUITABLE MATERIAL AND COMPACTED IN LAYERS NOT OVER 6” DEEP USING MECHANICAL COMPACTORS OR JET—RODDING. BACKFILL MATERIALS SHALL BE COMPACTED TO A 95% MAXIMUM DRY DENSITY MASONRY 


BLOCKS 


AS DETERMINED BY AASHTO STANDARD TEST T99 METHOD C. ; pti rf DONOT BLOCK 














UNDISTURBED EARTH 





RESTRAINED JOINTS vie eeN 
WATER MAIN CONCRETE 
FOLLOWER GLANDS. THRUST BLOCK 
ANCHORING TEE 


PROVIDE 12" SQUARE BY 
6-INCH THICK CONCRETE PROVIDE 2 CUBIC YARDS OF 
BASE UNDER HYDRANT SELECTED 2" STONE TO 18" 
NOTE: ABOVE HYDRANT DRAIN 
1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 


SPECIFICATIONS. 


OCT. 2014 


T o won of | NOT TO SCALE | SCALE 
RLINGTON TYPICAL FIRE HYDRANT INSTALLATION W-0008 
@ 








ENGINEERING DIVISION 











4°X4'X3” wa ‘a 
ye PLYWOOD (TYP) 


———— CAP ABANDONED LINE 


THRUST BLOCK (TYP) REMOVE FRAME AND COVER FROM GATE 


MEG-A-LUG RETAINER ; _. ; 
GLANDS AT MECHANICAL ste fanices REMOVE TEE OR TAPPING SLEEVE 
JOINTS 
STOCK (TYP) 
= eT ce ges ae TEMPORARY 36" MIN. Dy SOLID SLEEVE COUPLING 
EEE ANS 2X4" LUMBER WATER SERVICE OR APPROVED EQUAL (TYP.) COLD PATCH MIX (TYP 
aa ae: qm STOCK (TYP) CONNECTION ue 
I Lal LS AS — 
























































EXISTING WATER MAIN 
ASPHALT ROOFING PAPER 























UNDISTURBED EARTH 














ANCHOR TEE 




















ROADWAY PAVEMENT GRASS STRIP SIDEWALK 














REMOVE EXISTING TEE AND 
REPLACE WITH NEW DICL PIPE 











NOTES: iets 
I]t} 1. ADDITIONAL RAMPS TO BE INSTALLED AS DIRECTED BY THE NOTES: 
R. ” ” - 


ENGINEE INSTA\ PAT S T P 
2. FLASHING BARRIERS ARE REQUIRED ON STREET SIDE OF ALL RAMPS. ” ” Tanne LL COLD PATCH MIX AS INDICATED AT EACH CLAMPED 


ADDITIONAL BARRIERS TO BE SUPPLIED AS REQUIRED BY THE 








ER. 
3. P SECTIONS SHALL BE FASTENED TOGETHER TO PROVIDE 
STABILITY. 


NOTE: NOTE: 
1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 1... ALLINSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 
SPECIFICATIONS. SPECIFICATIONS. 


OCT. 2014 OCT. 2014 OCT. 2014 
TYPICAL ANCHOR WATER MAIN BYPASS W-0013 TYPICAL CUT & REMOVE WATER MAIN BYPASS W-0012 


RLINGTON TEE INSTALLATION RLINGTON TEMPORARY PEDESTRIAN RAMP REVISION RLINGTON EXISTING CONNECTION OVER 2" REVISION RLINGTON TEMPORARY PIPE PROTECTION REVISION 
= o es @ =e @ = @ 











STREET SURFACE 
CURB STONE 


— WATER GATE FRAME AND COVER (SEE W-—2.4.4) 


EARTH 
TOP COURSE , 5s ARTH 
Eeesnis ; CROSS COUNTRY ROADWAY 
+ ~~ » aA 7 

qh 7 a on we es ie 4 SY =e 4" LOAM 

noah Sey ee: : FINISH GRADE | PAVEMENT N Revis} Bat 
STREET BASE BINDER COURSE EA uit ye gt O. evision/Issue ate 

; eg Serre EXISTING GROUND 


SET CAST IRON FRAME ae? al SURFACE PZA'DRMN 


BUFFALO STYLE Lh Rie Seu ff rane ise a — YE ; 5 12" BANK RUN GRAVEL 
MIN. 45° ; ; Nae gy 


UNDISTURBED 
EAR 














BOX CENTERED "i STANDARD ROADWAY TELESCOPING » 
OVER CURB STOP ~~» Hf 


ACCESS BOX 5a ee ai aN ee ee FILL MATERIAL TO BE , | Ww f 
epee te Oe : aa a Mc ee COMPACTED IN 12" LIFTS MAX. Own O 


PLACE MASONRY BLOCK clocks , 
FOUNDATION UNDER FILL MATERIAL TO BE ; 
ACCESS PIPE BLOCKS Se : ran eer AR I N G O N 





DEPTH VARIES - (MIN. 5'-0") 


Engineering Division 
51 Grove Street 
Arlington, MA 02476 


5'-6" APPROXIMATELY 
(4'-6" MIN) 


TEE HEAD 


SELECT FILL SHALL BE 
THOROUGHLY COMPACTED 


ZAKI 





TYPE "K" COPPER 


| . nin It ; Beene EE NOTES BOY Ser 2020 WATER DISTRIBUTION 
PLAN VIEWS SYSTEM IMPROVEMENTS 


BASE OF CURB BOX LEAD FREE 3/4” OPEN RIGHT F ia P, NOTE: 5'-0" MIN. COVER 






































CURB SHUT-OFF. 
SETONRED BRICKS OPEN RIGHT. CORPORATION STOP EXISTING RESILIENT ee 


DIRECT TAP. SOLID SLEEVE SEATED WATER GENERAL NOTES AND 
STRETCHER COUPLING OR GATE VALVE MAIN NOTE: 
APPROVED EQUAL OPEN—RIGHT 1. ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER STANDARD CONSTRUCTION 


TYPE "K" COPPER SERVICE PIPE NEW D.I.C.L. PIPE NEW D.I.C.L. PIPE REGULATIONS & SPECIFICATIONS. NOTE: 
SPECIFIC THRUST BLOCK DESIGN SHALL CONFORM TO AWWA GUIDELINES. . ALL INSTALLATIONS SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & DET AILS 


PLACE 4 mil. POLYETHYLENE BETWEEN CONCRETE AND FITTING (CONCRETE SHALL NOT SPECIFICATIONS. 
INTERFERE WITH JOINT). . TOWN OF ARLINGTON MAY REQUIRE FLOWABLE FILL AT ITS DISCRETION. 


MINIMUM CONCRETE THICKNESS SHALL BE 12 INCHES. . _FORLOCATIONS WHERE LEDGE IS NOT ENCOUNTERED IN TRENCH, PIPE SHALL BE LAID ON SAND 
. THRUST BLOCK ORIENTATION SHALL BE SUCH THAT THE CENTER OF THE FITTING BEDDING CONSISTENT WITH AWWA GUIDELINES. ; Project: 
NOTE: NOTE: CORRESPONDS WITH THE CENTER OF THE THRUST BLOCK. . FOR LOCATIONS WHERE LEDGE IS ENCOUNTERED, SAND BEDDING SHALL BE MINIMUM OF 12" THICK BID #21-20 


UNDER PIPE. 
. THE MINIMUM ALLOWABLE ANGLE (EITHER VERTICAL OR HORIZONTAL) SHALL BE 45 DEGREES. 
A; - alee SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & 1. = i aeeteg SHALL CONFORM TO TOWN OF ARLINGTON STANDARD WATER REGULATIONS & ( ) FIL Wi FERILLCSHALil GE GOMIERGTED SO GEN PROGTORDENEY. ay 
; WCC 


Cale: 
TYPICAL WATER CONNECTION yAGaL GMe W-0004 TYPICAL THRUST W-0005 TYPICAL WATER MAIN W-0006 of 


T o won on * a (6 ie fe of To won o f a (Gt ie te: o f N.T.S. 
RLINGTON FOR 3/4" SERVICE REVISION RLINGTON ee REVISION RLINGTON BLOCK DETAIL REVISION RLINGTON TRENCH DETAIL REVISION a 
om @ = O an O an O JUNE 2021 














